BIOBASE CHINA

BIOBASE"

Stirrer Hotplate Magnetic Stirrer

Hotplate Magnetic Stirrer

Features of BS-2H/3H:

* Aluminum plate.
* Max. Temp.: 380°C, max. speed: 2000rpm.

BS-2H/3H

* Heating and stirring can proceed simultaneously. MYP11-2 MYP11-2A

* Heating power and stirring speed is steplessly adjusted.

Features of BS-4H/4HC:

* Ceramic plate.

* PT100 sensor is optional.

* With the adjustable rack and stirrer bar.

** Max. Temp.: 380°C, max. speed: 2000rpm.

* Heating and stirring can proceed simultaneously.

SHO05-3G X85-2 X85-25

* Heating power and stirring speed is steplessly adjusted.
* Enclosed hot plate with flame protection, fast warm-up

355

and durability. Technical Parameters:
Technical Parameters: BS-4H BS4HC Model MYP11-2 SH05-3G X85-
Work Plate Size @145mm @175mm ®145mm
Work Plate Material Aluminum alloy Stainless steel Aluminum alloy
Work Plate Size 120*120mm 170*170mm 190*190mm Max. Stirring Capacity 10L SL
Work Plate Material Aluminum Ceramic Motor Type Brushless DC motor
Max. Stirring Capacity oL 5L Motor Output 15w 10w
Speed Range 50~1500rpm 0~1500rpm
Speed Range 100-2000rpm — -
Digital Display Speed, temperature, time / Speed
Heating Teme, SBUC Control Button Knob + Button | Button Knob
Power Consumption 180W 500W 600W Heating Output 600W 800W 600W
Power Supply AC110/220V+10%, 50/60Hz Heating Temp. Range RT~320°C RT~250°C RT~300°C
Standard Accessories PT100 sensor rack, stirrer bar Femp. Accurecy $0.5°C /
External Size(W'D*H) mm | 200*120*90 250180120 3007210126 Hming Karige A0 R R /
Power Supply AC220V+10%, 50/60Hz
Package Size(W*D*H 265*185*190 280*210*150 400*240*220
ackage Siza( AL External Size(W*D*H) mm | 280*160°90 330*190*130 250*150*135
Net Weight(kg) 19 2.2 5 Package Size(W*D*H) mm | 380*300*190 430*330*230 350*290*240
Gross Weight(kg) 3 34 6 Gross Weight(kg) 45 7 6
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BIOBASE"®

Hotplate Magnetic Stirrer

MS7-H550-Pro

MS7-H550-S

MS-H-Pro+

Technical Parameters:

i Work Plate Size

184*184mm

MS-H-Prot MS-H-S
{(with timer)

MS-H280-Pro

®135mm

Work Plate Material Glass ceramic Stainless steel with ceramic coated
Max. Stirring Capacity | 20L 10L 20L 3L

Brushless DC | Shaded pole | Brushless Brushless DC
Motor Type DC motor

motor motor DC motor motor
Motor Input 18W 15W 18W 5w
Motor Output 10W 1.5W 10W 3w
Speed Range 100~1500rpm | 0~1500 rpm | 100~1500rpm 0-1500rpm | 100~1500rpm
Speed Display LCD Scale LCD Scale LED
Speed Display Accuracy | +1rpm / +1rpm /
Heating Output 1000W 500W

RT-550°C, RT-550°C, RT-340°C, RT-280°C,
Heating Temp. Range | : i RT~340°C |

increment 1 increment 5 increment 1 increment 1

o +1(<100°C) +1(<100°C) +1(<100°C)

Control Temp. Precision +10°C /

+1%(>100°C) +1%(>100°C) +1%(>100°C)
Max. Temp. 580°C 360°C 350°C 320°C
Temp. Display LCD LED LCD Scale LED
Display Temp. Accuracy | +0.1°C +1°C +0.1°C / +1°C
External Temp. Sensor | Optional PT1000 / Optional PT1000
Max. Stirrer Bar Length | 80mm 50mm
Interface RS232 / RS232 /
Protection Type 1P21 P42 P21
Ambient Temp. 5-40°C
Relative Humidity 80%
Power Consumption 1050W 1030W 550W 530W 515W
Power Supply AC110/220V+10%, 50/60Hz
External Size(W*D*H) | 215*360%112mm 160*280*85mm 150*260*80mm
Package Size(W*D*H) | 280*420*200mm 210*345*160mm 225*290*190mm
Gross Weight 6.5kg 3.5kg 2 5kg
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Magnetic Stirrer

BIOBASE CHINA

MS-S

Technical Parameters:

MS-PA

MS-PB

Work Plate Size

®135mm (57)
Stainless steel with
Work Plate Material Plastic
ceramic coated
Max. Stirring Capacity 20L 3L
Motor Type Brushless DC motor DC motor
Motor Input 18W 5W
Motor Output 1now 3w
Speed Range 0~1500rpm 100~1500rpm 0~1500rpm
Speed Display Scale LED Scale
Max. Stirrer Bar Length 80mm 50mm
Ambient Temp. 5~40°C
Relative Humidity 80%
Protection Type P42
Power Consumption 30W 15W 10W
Power Supply AC110/220V+10%, 50/60Hz
External Size(W*D*H) 160*280*85mm 150*260*80mm
Package Size(W*D*H) 210*345*160mm 220*295*180mm
Gross Weight 3kg 2kg
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BIOBASE CHINA

BIOBASE"
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®

BIOBASE CHINA

Magnetic Stirrer

A
= 4
90-1B

Technical Parameters:

HO3-A

85-2A

96-1

Work Plate Material

Stainless steel

Max. Stirring Capacity | 10L 2L 3L 5L 20L |50L
Motor Type Brushless DC motor
Speed Range 0~2000rpm 0~1500rpm |0~2000rpm |60~2000rpm
Digital Display / Speed ‘f / / / [Speed |! |Speed
Control Knob
Power Consumption | 15W 4w 8w 10W 40w | 100w
Power Supply AC110/220V+10%, 50/60Hz
Extemal Size(W*D*H)mm | 260*160*110(210*210*105|120*130*65|210*130*65 | 245*145*100({305*300*105 |410*400*115
Package Size(W*D*H)mm|450*300*250| 400*400*250|300*250*200 |400*250*200 | 380*300*220|510*430*250 | 550*550*220
Gross Weight(kg) 8 75 5 5.5 7.5 10 20
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Multi-Position Magnetic Stirrer

MS-M-S10

524G

Technical Parameters:

| Work Plate Size

| 180*450mm

MS-H-S10

84-1(6 positions)

@145mm

,‘.

=

= Sasiy

_.
*q?f

84-1(4 positions)

HO1-1D

=

Work Plate Material St.a:nlfz.ss aieel Stainless steel Aluraltym Stainless steel
with silicone film alloy
Max. Stirring Capacity | 0.4L*10 0.4L*10 1.5L*4 1.5L*6 3L*4 3L*6
Motor Type e DC motor | Brushless DC motor
motor
Speed Range 0~1100rpm 0~1500rpm
Control Scale Knob Button Knob
Heating Output / 470W / 4*600W 6*360W
Heating Temp. Range |/ RT~120°C |/ RT~150°C
Max. Temp. / 140°C fl 350°C
Ambient Temp. 5~40°C
Relative Humidity 80%
Power Supply AC110/220V+10%, 50/60Hz AC220V+10%, 50/60Hz
External Size(W*D*H) | 182*552*65mm 290*280*80mm | 420*300*80mm | 380*380*145mm | 1005*230*130mm
Package Size(W*D*H)| 250*710*165mm 540*350*180mm | 670*360*180mm | 520*520*240mm | 1130*400*270mm
Gross Weight Tkg 8kg 11kg 22kg 35kg
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BIOBASE®

BIOBASE CHINA

Overhead Stirrer

0S540-5/0520-S
LED Overhead Stirrer

Technical Parameters:

0S540-5/0520-S
with universal plate stand

0S40-Pro/0S20-Pro
LCD Overhead Stirrer

0S40-Pro/OS20-Pro
with universal plate stand

Max. Stirring Capacity 40L 20L 40L 20L
Motor Input 120W 60w 120W 60W
Motor Output 100W 50W 100W 50W
Speed Range 0~2200rpm 50~2200rpm

Speed Display LED LCD

Speed Display Accuracy / +3rpm

Speed Display Resolution +1rpm

Max. Torque 600mN.M 400mN.M 600mN.M 400mN.M
Torque Display / LCD

Overload Protection Visual alarm, motor automatic stop

Motor Protection LED flicker, motor automatic stop

Max. Viscosity 50000mPas 10000mPas 50000mPas 10000mPas
Chuck Diameter Range 0.5~10mm

Protection Type P42

Ambient Temp. 5~40°C

Relative Humidity 80%

Interface ! RS232

Power Consumption 130W L?OW 130W T0W
Power Supply AC110/220V+10%, 50/60Hz

External Size(W*H*D) mm 83*186*220

Package Size(W*H*D) mm 205*335*475

Gross Weight(kg) Bih
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Optional Accessories:

Descriptions

Universal plate

stand (W*D: 20*31cm),
including support
holder (H: 78cm)

and fixing device

y

Crossed stirrer,

shaft length 40cm,

stirrer diameter 5¢cm,
316L stainless steel
Standard stirring element,
used at medium and high
speeds

\

Straight stirrer, shaft
length 40cm, stirrer
diameter 6cm, 316L
stainless steel Suitable
for mixing of low viscosity
media, used at medium
and high speeds

Blade stirrer, shaft
length 40cm, stirrer
diameter 6.8cm, 316L
stainless steel Gentle

Centrifugal stirrer, shaft
length 40cm, stirrer diameter
9cm, 316L stainless steel
Blades open with increasing

Crossed stirrer, shaft length

35cm, stirrer diameter 6.5cm,
PTFE coated
Standard stirring element,

Descriptions

Straight stirrer, shaft length
35cm,stirrer diameter 7cm,
PTFE coatedSuitable for
mixing of low viscosity
media, used at medium and
high speeds

Descriptions ) i ) :
processing samples, speed for stirring in a round used at medium and high
used at low and medium vessel with a narrow neck, speeds
speeds used at medium and high

speeds
\\ ”
P
£ ”

Blade stirrer, shaft length
35cm, stirrer diameter 6.8cm,
PTFE coated

Gentle processing samples,
used at low and medium
speeds

Centrifugal stirrer, shaft
length 35cm, stirrer diameter
8.5cm, PTFE coated Blades
open with increasing speed
for stirring in a round vessel
with a narrow neck, used at
medium and high speeds
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BIOBASE CHINA

BIOBASE"

Overhead Stirrer Overhead Stirrer

Features:
Features:

* LCD digital display.
¢ * Brushless DC motor drive.
* Constant and stable stirring speed.

; : * LED digital display stirring speed.
* Brushless DC motor drive penetration type

stirring shaft MCU closed-loop control.

Technical Parameters:

Technical Parameters:

Max. Stirring Capacity | 20L 50L 100L 200L

Motor Type Brushless DC motor Max. Stirring Capacity 18L 50L 100L 200L
Motor Torque 200mN.M 450mN.M 600mN.M 1000mN.M Motor Type Brushless DC motor

Speed Range 60~1500rpm Motor Torque 200mN.M 450mN.M 600mN.M 1000mN.M
Stirring Rod Length 350mm Speed Range 60~1500rpm

Stirring Rod Material PTFE Stainless steel Stirring Rod Length 350mm

Pole Height 700mm Stirring Rod Material PTEE Stainless steel

Chuck Range Diameter | ¢1.5~13mm Pole Height 700mm

Digital Display LCD Chuck Range Diameter | ¢1.5~10mm ©1.5~13mm

Control Knob Digital Display LED

Power Consumption 50W 100W 150W 250w Control Knob

Power Supply AC110/220V+10%, 50/60Hz Power Consumption 40W 100W 150W 250W
Standard Accessories | Plate stand Power Supply AC110/220V+10%, 50/60Hz

External Size(W*D*H) 380*82*210mm (main body) External Size(W*D*H) 390*93*160mm (main body) 390*93*180 (main body)
Package Size(W*D*H) | 670*180*370mm Package Size(W*D*H) | 650*180*350mm 650*180*370mm

Gross Weight 13kg 13.5kg 14kg Gross Weight 11kg 13kg 13.5kg 14kg
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